Firefighter I

Firefighter Personal Protective Equipment

Chapter 5 Quiz 

	Name:
	
	Date:
	


Directions:
Write the correct letter on the blank before each question.


1.
A personal alert safety system (PASS) provides an audible means by which a lost, trapped, or incapacitated firefighter can be located. (168)

A.
True


B.
False



2.
NFPA® 1500 requires that protective clothing be cleaned either through a cleaning service or fire department facility that is equipped to handle contaminated clothing. (180)

A.
True


B.
False



3.
An oxygen deficient atmosphere is one containing less than 21 percent oxygen. (181)

A.
True

B.
False


4.
Wildland personal protective clothing is the same as structural firefighter protective clothing. (177)

A.
True


B.
False



5.
Open-circuit SCBA uses compressed oxygen. (190)

A.
True

B.
False


6.
The PASS device should be maintained according to the manufacturer's instructions and should be tested daily. (199)

A.
True


B.
False


7.
SCBA gauges not marked in increments of 100 psi (700 kPa) should read the same. (200)

A.
True


B.
False


8.
The steps involved in donning most SCBA facepieces are very different. (202)

A.
True

B.
False


9.
While in any IDLH atmosphere, firefighters must work in teams of three or more. (208)

A.
True

B.
False


10.
One method of using SCBA when the regulator becomes damaged or malfunctions is to intermittently open and close the bypass valve. (208)

A.
True

B.
False
Directions:
Write a brief answer to the questions below.

11.
What are the four common respiratory hazards associated with fires and other emergencies? (180)
12.

List three of the six air-supply limitations of SCBA. (188-189)
13.

What are the four basic SCBA component assemblies? (190)
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