Firefighter I

Ground Ladders

Chapter 10 Quiz 

	Name:
	
	Date:
	


Directions:
Write the correct letter on the blank before each question.


1.
A color change on a heat-sensor label indicates that the ladder has been exposed to a sufficient degree of heat and that it should be tested before further use. (473)

A.
True


B.
False



2.
When used as a construction material for ladders, metal will not conduct heat, cold, or electricity. (478)

A.
True


B.
False



3.
Combination ladders are designed so that they may be used as a self-supporting stepladder (A-frame) and as a single or extension ladder. (478)

A.
True

B.
False


4.
If a ladder has any indication of discrepancies or problems, it should be removed from service pending service testing. (481)

A.
True


B.
False



5.
Ladders should not be raised to within five feet (1.5 m) of electrical wires. (482)

A.
True


B.
False


6.
The optimum climbing angle for ladders is approximately 85 degrees. (483)

A.
True


B.
False


7.
When two or more firefighters are lifting a ladder, they should lift on the command of a firefighter at the butt position who can see the entire operation. (487)

A.
True

B.
False


8.
In general, all modern metal and fiberglass ladders are designed to be used with the FLY IN. (496)

A.
True 


B.
False


9.
Heeling and/or tying in a ladder is done to prevent movement of the ladder away from the building. (502)

A.
True

B.
False


10.
One firefighter can safety shift any ladder that is already raised. (501)

A.
True

B.
False
Directions:
Write a brief answer to the questions below.

11.
What are at least three types of ladders used in the fire service? (476-478)

12.
What are the three materials used in ladder construction? (478)
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