Firefighter I

Ventilation

Chapter 11 Quiz 

	Name:
	
	Date:
	


Directions:
Write the correct letter on the blank before each question.


1.
Existing openings cannot be used for vertical ventilation purposes. (560)

A.
True


B.
False



2.
Lamella roofs exert a horizontal reaction in addition to the vertical reaction on supporting structural components, causing a need for buttresses, tie rods, or both. (564)

A.
True


B.
False



3.
Trench ventilation is used to stop the spread of fire in a long, narrow structure. (567)

A.
True

B.
False


4.
In the absence of built-in vents from the basement, heat and smoke from basement fires will not spread into the building. (567)

A.
True


B.
False



5.
Horizontal ventilation works well in buildings in which the fire has already involved the attic area. (570)

A.
True

B.
False


6.
The windward side of a building is the one which the wind is striking. (570)

A.
True


B.
False


7.
In negative-pressure ventilation, the fan should be positioned to exhaust in the opposite direction as the prevailing wind. (574)

A.
True


B.
False


8.
The location where positive-pressure ventilation is set up is called the entry point. (575)

A.
True

B.
False


9.
Hydraulic ventilation is used to clear the room or building of smoke, heat, steam, and gases after a fire has been controlled. (578)

A.
True 


B.
False



10.
Heating, ventilation, and air-conditioning (HVAC) systems keep fire, heat, and smoke out of the building's ducts. (579)

A.
True

B.
False
Directions:
Write a brief answer to the questions below.

11.
List at least 3 of the 6 signs of a potential backdraft. (547)

12.
List the 5 factors affecting the likelihood of roof collapse. (556)
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