Firefighter I

Water Supply

Chapter 12 Quiz 

	Name:
	
	Date:
	


Directions:
Write the correct letter on the blank before each question.


1.
Dry-barrel hydrants are usually installed in warmer climates where prolonged periods of subfreezing weather are uncommon. (605)

A.
True


B.
False



2.
In general, hydrants should not be spaced more than 300 feet (100 m) apart in high-value districts. (607)

A.
True


B.
False



3.
Hydrant testing and inspections are the responsibility of water department personnel. (608)

A.
True


B.
False



4.
When inspecting fire hydrants, firefighters should notice the clearance distance between the outlets and the ground. (608)

A.
True


B.
False



5.
Fire hydrant testing is always conducted by fire department personnel. (608)

A.
True


B.
False



6.
Flow tests are conducted on hydrants on a monthly basis. (609)

A.
True


B.
False



7.
Drafting is the process of drawing water form a static source to supply a pumper. (610)

A.
True


B.
False



8.
Dry hydrants are designed to supply around 5,000 gpm (20 000 L/min). (611)

A.
True


B.
False



9.
Water shuttles are recommended for distances greater than ½ mile (0.8 km). (612)

A.
True


B.
False



10.
Relay pumping can be used in situations where the water source is close enough to the fire scene that water shuttles are not necessary. (616)

A.
True


B.
False

Directions:
Write a brief answer to the questions below.


11.
List three factors that affect hydrant location and spacing. (608)

12.
List four alternative water supply sources. (610)

13.
List three critical elements of a water shuttle. (612)
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