Firefighter II

Fire Hose


Chapter 13 Quiz 

	Name:
	
	Date:
	


Directions:
Write the correct letter on the blank before each question.


1.

Butterfly valves are used on large pump intakes and incorporate a flat baffle that turns 90 degrees. (643)

A.
True


B.
False



2.
Valve devices allow the number of hoselines operating on the fireground to be increased or decreased. (643)

A.
True


B.
False



3.
Hydrant valves are most often used when a reverse lay is made. (646)

A.
True


B.
False



4.
Reducers are used to connect a smaller hoseline to the end of a larger one. (647)

A.
True


B.
False



5.
Intake strainers are used to keep debris from entering the fire pump. (648)

A.
True


B.
False



6.
A hose clamp should be applied at least 20 feet (6 m) behind the apparatus. (650)

A.
True


B.
False



7.
A spanner is sometimes used to strike lugs to tighten or loosen intake hose couplings. (651)

A.
True


B.
False



8.
Acceptance testing is performed by the fire department. (680)

A.
True


B.
False



9.
Service testing should be performed on a paved or grassy area or level ground. (681)

A.
True


B.
False



10.
When service testing hose, test lengths of hose should exceed 300 feet (100 m) in length. (682)

A.
True


B.
False
Directions:
Write a brief answer to the questions below.


11.
List three items that are needed to service test hose. (681)
Fire Protection Publications
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