Firefighter I

Fire Detection, Alarm, and Suppression Systems

Chapter 16 Quiz 
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Directions:
Write the correct letter on the blank before each question.


1.
Automatic sprinkler systems have a tendency to fail quite often. (843)

A.
True

B.
False



2.
Control valves are used to turn off the water supply to a sprinkler system in order to perform maintenance. (847)

A.
True


B.
False



3.
A post indicator valve does not use a plate with the words OPEN and SHUT. (848)

A.
True


B.
False



4.
An alarm test valve discharges water outside the building. (849)

A.
True


B.
False



5.
Wet pipe systems are used in locations where temperatures below 40°F (4°C) are not expected. (852)

A.
True


B.
False



6.
Dry pipe systems replace water in the sprinkler piping with air under pressure. (853)

A.
True


B.
False



7.
Preaction systems are sometimes used to discharge foam or other extinguishing agents. (855)

A.
True


B.
False



8.
Pumpers should not be disconnected from the FDC until after extinguishment has been confirmed by a thorough overhaul. (856)

A.
True


B.
False

Directions:
Write a brief answer to the questions below.

9.
List three of the functions of fire detection, alarm, and suppression systems. (825)

10.
Name four of the reasons why a sprinkler system may not perform properly. (843)
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